TL9 (189)
The primary carrier of fire in TL9 is very high load, fluffy broadleaf litter. TL9 can also be used to represent heavy needle-drape. TL9 uses a humid type moisture of extinction and is not dynamic.     
TL9 is currently used for numerous hardwood and mixed hardwood-conifer forests across the country. Often TL9 is used for the moderate to closed cover in these types of stands.  It is also used to characterize developed woodlands that are hardwood and mixed wood settings.   

Fuel Model statistics are as follows:
	Fuel Model Code
	

1-hr
	

10-hr
	

100-hr
	
Live Herb
	
Live Woody
	Fuel Model
Type
	SAV Dead 
1-hr
	SAV 
Live
Herb
	SAV 
Live Woody
	Fuel bed
Depth ft.
	Dead fuel
Extinction 
Moisture
	Heat Content


	TL9
	6.65
	3.30
	4.15
	0.00
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[bookmark: _GoBack]A series of graphs will look at TL9 rate of spread under average and more severe conditions with no cover, an open stand, and closed stand. ..\XTL9_ROS_link.docx   

TL9 is used as a fuel model mainly in the forested setting. This link will provide information on the canopy base height required for passive crown fire in average and dry fuel moisture conditions at windspeeds for open (15 – 30%), moderately closed (30- 50%), and closed canopy(>50%) situations. The resultant rate of spread for canopy fire is also displayed. ..\XTL9_FL_can.docx

